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Accessori per tendicatena tipo P / Accessories for chain tighteners type P 
 

 

 
 
 
Pignone in acciaio con cuscinetto a base maggiorata. 
9elocitj di lavoro 60 m/min. 
Temperatura di lavoro 100�&. 
 
Steel pinion with enlarged bearing. 
Operating speed 60 m/min. 
Operating temperature �00�&. 
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Doppio  D
Duplex  DSimplex  S

Semplice  S

 

Peso Weight 
[Kg] Tipo 

Type 
cod. 

S 
cod. 

D A B C D �E M �P Z 
S D 

P1 3/�´ AS010291 / 5.3 18.3 31.3 / 68.0 M16 63.90 21 0.25 / 
P1 1/2´ AS010292 / 7.2 18.3 31.3 / 77.8 M16 73.14 18 0.35 / 
P2 3/�´ / AS010301 5.3 18.3 / 49.6 68.0 M16 63.90 21 / 0.40 
P2 1/2´ / AS010302 7.2 18.3 / 49.6 77.8 M16 73.14 18 / 0.60 
P2 5/�´ AS010293 / 9.1 18.3 31.3 / 93.0 M16 86.39 17 0.50 / 
P2 3/4´ AS010294 / 11.1 18.3 31.3 / 99.8 M16 91.63 15 0.65 / 
P3 5/�´ / AS010303 9.1 18.3 / 49.6 93.0 M16 86.39 17 / 0.89 
P3 3/4´ / AS010304 11.1 18.3 / 49.6 99.8 M16 91.63 15 / 1.15 
P3 1´ AS010295 AS010305 16.2 17.7 36.7 68.4 109.0 M20 94.14 12 0.98 1.76 

 

Accessori per tendicatena tipo C / Accessories for chain tighteners type C 
 

 

 
 
Pignone in acciaio con cuscinetto unificato. 
Temperatura di lavoro 100�&. 
9elocitj di lavoro 60 m/min. 
 
Steel pinion with standard bearing. 
Operating temperature �00�&. 
Operating speed 60 m/min. 
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Duplex  DSimplex  S
Semplice  S Doppio  D

 
Peso Weight 

[Kg] Tipo 
Type 

cod. 
S 

cod. 
D A B C D �E M �P Z 

S D 
C1 3/�´ AS010440 / 5.3 9 20 / 49.3 M10 45.81 15 0.10 / 
C1 1/2´ AS010441 / 7.2 9 20 / 65.5 M10 61.09 15 0.19 / 
C2 3/�´ / AS010450 5.3 9 / 31 49.3 M10 45.81 15 / 0.22 
C2 1/2´ / AS010451 7.2 9 / 33 65.5 M10 61.09 15 / 0.36 
C2 5/�´ AS010442 / 9.1 12 25 / 83.0 M12 76.36 15 0.35 / 
C2 3/4´ AS010443 / 11.1 12 25 / 99.8 M12 91.63 15 0.70 / 
C3 5/�´ / AS010452 9.1 12 / 42 83.0 M12 76.36 15 / 0.58 
C3 3/4´ / AS010453 11.1 12 / 44.5 99.8 M12 91.63 15 / 1.24 
C3 1´ AS010444 AS010454 16.2 15 34 66 117.0 M20 106.12 13 1.12 / 


