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KIT per tendicatena / KIT for chain tensioners 
             Pattino in polietilene ± Tipo� LB / Polyethylene sliding block  ± 7ype� LB
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MATERIALE Polietilene ad alta densitj molecolare. Bulloneria in acciaio zincato. 
IMPIEGO Profilo semicircolare, adatto per grandi interassi. 
9elocitj di lavoro 20 m/min. 
Temperatura di lavoro 70�C.

MATERIALS Polyethylene sliding block, high molecular density. Bolts and nuts made of galvanized steel. 
USE Semi-circular profile suitable for reduced interaxis or for installation close to the pinion.
Operating speed 20 m/min. 
Operating temperature �0� &. 
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LB 10-0 AR070715 AR070741  8mm 10 10 12  10 30 M8 35 2.5 0.07 0.08  
LB 10-1 AR070717 AR070743  3/8´ [ 7/32´ 10 10 18  10 30 M8 35 5 0.07 0.08  
LB 20-1   AR0707�8 3/8´ [ 7/32´ 20   25 10 30 M10 35 5   0.11
LB 20-2 AR07071� AR070745  1/2� [ 5/1�´ 20 14 20.5  10 30 M10 35 7 0.08 0.0�  
LB 30-2 AR07071� AR070745 AR070770 1/2� [ 5/1�´ 30 14 20.5 34 10 30 M10 35 7 0.08 0.0� 0.12
LB 30-3 AR070722 AR070748  5/8´ [ 3/8´ 30 1�.5 25  12 37 M10 45 � 0.10 0.11  
LB 40-3   AR070772 5/8´ [ 3/8´ 40   42 12 37 M12 45 �   0.22
LB 30-4 AR070724 AR070750  3/4� [ 7/1�´ 30 17.5 30  12 37 M10 45 11 0.10 0.12  
LB 40-4 AR070725 AR070751 AR070774 3/4� [ 7/1�´ 40 17.5 30 4� 12 37 M12 45 11 0.13 0.15 0.23
LB 40-5 AR070727 AR070753 AR07077� 1´ [17.02 40 18 47 7�.5 20 4� M12 55 1� 0.18 0.2� 0.38
LB 50-5  AR070754 AR070777 1´ [17.02 50  47 7�.5 20 4� M1� 55 1�  0.47 0.�8
LB 50-6 AR07072� AR07075� AR07077� 1´1/4 [ 3/4� 50 20 54 �1 20 4� M1� 55 18 0.32 0.50 0.�0
LB 50-7 AR070731 AR070758 AR070781 1´1/2 [ 1´ 50 24 72 120 20 4� M1� 55 24 0.33 0.54 0.�5
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