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Motorbase without plate VIB Type: BM-T 40 / Base Motore senza piastra VIB Tipo: BM-T 40 
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Type 
Tipo 

Cod. N° 

Motor Size 
Grandezza 

Motore 

VIB  
SR 40 
[pcs] 

Weight 
Peso 
in kg 

IEC NEMA 

BM-T 40x   80 RE022380 
90S 
90L 

143 T 
145 T 

02 4,00 

BM-T 40x 120 RE022384 100L 182 T 02 4,30 

BM-T 40x 200 RE022392 112M 184 T 02 4,50 
 

 
 
 

 MATERIALS The pin is made of light alloy alluminium profile, other 
components are made of steel.  
TREATMENTS Brackets and body are oven-painted. Bolts and nuts are 
galvanized. 
USE Belt transmission tensioner. 
Working temperature from – 40° C to + 80° C. 
 

 MATERIALI Il perno è un profilato di alluminio, gli altri componenti 
sono in acciaio. 
TRATTAMENTI Staffe e corpo verniciati a forno. Bulloneria zincata. 
IMPIEGO Tensionamento di trasmissioni a cinghia. 
Temperatura di lavoro da -40°C a +80°C. 

 
 

PLATE for motor base, execution  BM-TP 40 / PIASTRA per base motore, esecuzione BM-TP 40:  
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The baseplate supporting the motor can be mounted in overhanging position of 60mm.  
La piastra che supporta il motore può essere montata a sbalzo di 60mm.  
A: motor / motore: 90S  
B: motor / motore: 90S 
C: motor / motore: 100L 
D: motor / motore: 112M 
E: motor / motore:143T 
F: motor / motore:145T 
G: motor / motore: 182T 
H: motor / motore:184T 

: Overhanging positioning / Posizionamento a sbalzo 
:  Posizionamento centrale / Central positioning 

Weight  / Peso in kg: 4,0 kg 

 

Motorbase with plate VIB Type: BM-TP 40 / Base Motore con piastra VIB Tipo: BM-TP 40 
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 MATERIALS The pin is made of light alloy alluminium profile, other 

components are made of steel.  
TREATMENTS Brackets and body are oven-painted. Bolts and nuts are 
galvanized. 
USE Belt transmission tensioner. 
Working temperature from – 40° C to + 80° C. 
 

 MATERIALI Il perno è un profilato di alluminio, gli altri componenti 
sono in acciaio. 
TRATTAMENTI Staffe e corpo verniciati a forno. Bulloneria zincata. 
IMPIEGO Tensionamento di trasmissioni a cinghia. 
Temperatura di lavoro da -40°C a +80°C 

 

 IEC NEMA  

Type 
Tipo 

Cod. N° 
Motor Size 
Grandezza 

Motore 
T U 

Motor Size 
Grandezza 

Motore 
T U 

Weight 
Peso 
in kg 

BM-TP 40x 80 RE022381 
90S 
90L 

140 
140 

100 
125 

143 T 
145 T 

140 
140 

102 
127 

8,00 

BM-TP 40x 120 RE022385 100L 160 140 182 T 190 114 8,30 

BM-TP 40x 200 RE022393 112M 190 140 184 T 190 140 8,50 

motor bases 

 


