CRESA CHOOSE TABLE

N [
31

TECNIDEA CIDUE

Srl

CHAIN - CATENA DIN 8187

BELT - CINGHIA

Type — Tipo Type - Tipo g -;}//gc?
GBEEED < | or | RO rRP | RU [.§| sp
& ® DD C
SO Pitch %5
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05-B1 8mm VR 10-0S |OVR 10-0S|RO 10-0S 10 RP 1 RU 1 30
06-B1 3/8"x 7/32" VR 10-1S |OVR 10-1S|RO 10-1S 10
06-B1 3/8"x 7/32" ZN 20-1S | ZI20-1S | ZK20-1S| 20
06-B1 3/8"x 7/32" ZN 30-1S | ZI30-1S | ZK30-1S| 30
08-B1 1/2"x 5/16" VR 20-2S |OVR 20-2S|RO 20-2S 20 RP2/3 | RU2/3 | 40
08-B1 1/2"x 5/16* VR 30-2S |OVR 30-2S|RO 30-2S | ZN 30-2S | ZI 30-2S | ZK 30-2S| 30 RP2/3 | RU2/3 | 40 SPz
10-B1 5/8"x 3/8" VR 30-3S |OVR 30-3S|RO 30-3S | ZN 30-3S | ZI 30-3S 30
10-B1 5/8"x 3/8" ZN 40-3S | ZI 40-3S | ZK 40-3S| 40 SPA
12-B1 3/4"x 7/16" VR 30-4S |OVR 30-4S|RO 30-4S | ZN 30-4S | ZI 30-4S 30
12-B1 3/4"x 7/16“ VR 40-4S |OVR 40-4S|RO 40-4S | ZN 40-4S | ZI 40-4S | ZK 40-4S| 40 RP 4 RU 4 55 SPB
12-B1 3/4"x 7/16“ ZN 50-4S | ZI 50-4S | ZK 50-4S| 50
16-B1 1“x17,02mm| VR 40-5S RO 40-5S | ZN 40-5S | ZI 40-5S 40
16-B1 1“x 17,02mm ZN 50-5S | ZI 50-5S | ZK 50-5S8 | 50 RP 5 RU 5 85
20-B1 | 1“1/4x 3/4* VR 50-6S RO 50-6S 50
20-B1 | 1“1/4x 3/4* ZN 60-6S | ZI 60-6S | ZK60-6S| 60
24-B1 | 1“1/2x1“ VR 50-7S RO 50-7S 50
24-B1 | 1“1/2x 1" ZN 60-7S | ZI 60-7S | ZK60-7S| 60 RP 6 RU6 |130
05-B2 8mm VR 10-0D |OVR 10-0D|RO 10-0D 10
06-B2 3/8"x 7/32" VR 10-1D |OVR 10-1D|RO 10-1D 10
06-B2 3/8"x 7/32" ZN 20-1D | Z120-1D | ZK20-1D| 20
06-B2 3/8"x 7/32" ZN 30-1D | Z130-1D | ZK 30-1D| 30
08-B2 1/2"x 5/16* VR 20-2D |OVR 20-2D|RO 20-2D 20
08-B2 1/2"x 5/16* VR 30-2D |OVR 30-2D|RO 30-2D| ZN 30-2D | ZI 30-2D | ZK30-2D| 30 SPZ
10-B2 5/8"x 3/8" VR 30-3D |OVR 30-3D|RO 30-3D | ZN 30-3D | ZI 30-3D 30
10-B2 5/8"x 3/8" ZN 40-3D | ZI40-3D | ZK 40-3D| 40 SPA
12-B2 3/4"x 7/16“ VR 30-4D |OVR 30-4D|RO 30-4D 30
12-B2 3/4"x 7/16“ VR 40-4D |OVR 40-4D|RO 40-4D | ZN 40-4D | Z140-4D | ZK 40-4D| 40 SPB
12-B2 3/4"x 7/16“ ZN 50-4D | ZI 50-4D | ZK50-4D| 50
16-B2 1“x17,02mm| VR 40-5D RO 40-5D | ZN 40-5D | ZI 40-5D 40
16-B2 1“x17,02mm| VR 50-5D RO 50-5D | ZN 50-5D | ZI 50-5D | ZK 50-5D | 50
20-B2 | 1“1/4x 3/4* VR 50-6D RO 50-6D 50
20-B2 | 1“1/4x 3/4* ZN 60-6D | ZI 60-6D | ZK 60-6D | 60/70
24-B2 | 1“1/2x 1" VR 50-7D RO 50-7D 50
24-B2 | 1“1/2x1° ZN 60-7D | ZI 60-7D | ZK 60-7D | 60/70
06-B3 3/8"x 7/32" VR 20-1T RO 20-1T 20
06-B3 3/8"x 7/32" ZN 30-1T | ZI30-1T | ZK30-1T| 30 SPZ
08-B3 1/2"x 5/16* VR 30-2T RO 30-2T 30
08-B3 1/2"x 5/16* ZN 40-2T | ZI 40-2T | ZK 40-2T | 40 SPA
10-B3 5/8"x 3/8" VR 40-3T RO 40-3T | ZN 40-3T | ZI 40-3T | ZK 40-3T | 40
10-B3 5/8"x 3/8" ZN 50-3T | ZI 50-3T | ZK50-3T | 50
12-B3 3/4"x 7/16“ VR 40-4T RO 40-4T | ZN 40-4T | ZI 40-4T 40
12-B3 3/4"x 7/16“ ZN 50-4T | ZI 50-4T | ZK50-4T | 50 SPB
16-B3 1“x17,02mm| VR 40-5T RO 40-5T 40
16-B3 1“x17,02mm| VR 50-5T RO 50-5T | ZN 50-5T | ZI 50-5T 50
16-B3 1“x 17,02mm ZN 60-5T | ZI 60-5T | ZK60-5T | 60
20-B3 | 1“1/4x 3/4* VR 50-6T RO 50-6T 50
20-B3 | 1“1/4x 3/4* ZN 60-6T | ZI 60-6T | ZK 60-6T | 60/70
24-B3 | 1“1/2x1“ VR 50-7T RO 50-7T 50
24-B3 | 1“1/2x1“ ZN 60-7T | ZI 60-7T | ZK60-7T | 60/70
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Polyethylene sliding block — Type: VR / Pattino in polietilene — Tipo: VR

1 & 1Y R:h
EI:Et | 8 Y| H=ﬂ
EE MATERIALS High molecular density
polyethylene. Bolts and nuts are made of
galvanized steel.
777777777777777 L T USE Semi-circular sliding block suitable for short
) ) _ wheel-base or for installation close to the pinion.
£ S - iwr} N - iwr} Operating speed < 20 m/min.
K - “°  Operating temperature < 70°C.
- I | MATERIALI Polietilene ad alta densita
D. T. molecolare. Bulloneria in acciaio zincato.
On request IMPIEGO Profilo semicircolare adatto per piccoli
A richiesta interassi o per montaggi vicino al pignone.
Velocita di lavoro <20 my/min.
Temperatura di lavoro <70°C.
Size
Taglia
Weight
Type S D Chain Type S D Peso
Tiro | Cod.N° | Cod.N° | Catena Tipo Cod.N° | Cod.N° R e e N L [kg]
S. | D.
VR 10-0 |REO11110|RE011150| 05-B 10 |10,0{12,0| 10 45| 45| M8 35| 2,5/0,09/0,10
VR 10-1|RE011111|RE011152| 06-B |OVR 10-1|RE011030| RE011040| 10 |10,0|{18,0|10|10,2| 45| 45| M8| 75|40 |35| 5,0({0,09/0,10
VR 20-1 06-B 20 10 M10 35| 5,0
VR 20-2|RE011113|RE011155| 08-B |OVR 20-2 |RE011032| RE011042| 20 |14,0/20,5|10|13,9| 55| 55|M10| 96|50 |35| 7,0/0,10|0,11
VR 30-2|RE011114|RE011156| 08-B |OVR 30-2|RE011032| RE011044| 30 |14,0/20,5/10|13,9| 55| 60(M10| 96|50 |35| 7,0(0,11|0,12
VR 30-3|RE011117|RE011160| 10-B |OVR 30-3|RE011034| RE011046| 30 |16,5|25,0|12 16,6/ 55| 70{M10|126|65 |45| 9,0(0,12|0,14
VR 40-3 10-B 40 12 M12 45| 9,0
VR 30-4|REO11120|RE011163| 12-B |OVR 30-4|RE011036| RE011048| 30 |17,5/30,0|12 19,5/ 60| 70{M10(148|74 |4511,0(0,13|0,15
VR 40-4 REO11121|RE011164| 12-B |OVR 40-4 RE011038| RE011050| 40 |17,5|30,0|12 19,5/ 80| 80(M12|148|74 |4511,0(0,20(0,22
VR 40-5|RE011124|RE011167| 16-B 50 |18,047,0|20 80| 90|M12 55 (16,0/0,22|0,31
VR 50-5 RE011168| 16-B 50 47,0(20 100(M20 55116,0 0,68
VR 50-6 |RE011128|RE011172| 20-B 50 |20,0[54,0|20 100{120{M20 55118,0(0,59/|0,74
VR 50-7 |RE011134|RE011176| 24-B 50 |24,0(72,0]/20 100|120{M20 55(24,0(0,61/0,77
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Polyethylene sliding block — Type: OVR
Pattino in polietilene — Tipo: OVR
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EE MATERIALS High molecular density
polyethylene. Bolts and nuts are made of galvanized
steel.

USE Semi-circular sliding block suitable for middle-
size and large distances between centres.

Operating speed <20 m/min.

Sliding block operating temperature <70°C.

I | MATERIALI Polietilene ad alta densita
molecolare. Bulloneria in acciaio zincato.

IMPIEGO Profilio semicircolare adatto per medi e grandi
interassi .

Velocita di lavoro <20 m/min.

Temperatura di lavoro <70°C.
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