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05-B1 8mm VR 10-0S |OVR 10-0S|RO 10-0S 10 RP 1 RU 1 30
06-B1 3/8"x 7/32" VR 10-1S |OVR 10-1S|RO 10-1S 10
06-B1 3/8"x 7/32" ZN 20-1S | ZI20-1S | ZK20-1S| 20
06-B1 3/8"x 7/32" ZN 30-1S | ZI30-1S | ZK30-1S| 30
08-B1 1/2"x 5/16" VR 20-2S |OVR 20-2S|RO 20-2S 20 RP2/3 | RU2/3 | 40
08-B1 1/2"x 5/16* VR 30-2S |OVR 30-2S|RO 30-2S | ZN 30-2S | ZI 30-2S | ZK 30-2S| 30 RP2/3 | RU2/3 | 40 SPz
10-B1 5/8"x 3/8" VR 30-3S |OVR 30-3S|RO 30-3S | ZN 30-3S | ZI 30-3S 30
10-B1 5/8"x 3/8" ZN 40-3S | ZI 40-3S | ZK 40-3S| 40 SPA
12-B1 3/4"x 7/16" VR 30-4S |OVR 30-4S|RO 30-4S | ZN 30-4S | ZI 30-4S 30
12-B1 3/4"x 7/16“ VR 40-4S |OVR 40-4S|RO 40-4S | ZN 40-4S | ZI 40-4S | ZK 40-4S| 40 RP 4 RU 4 55 SPB
12-B1 3/4"x 7/16“ ZN 50-4S | ZI 50-4S | ZK 50-4S| 50
16-B1 1“x17,02mm| VR 40-5S RO 40-5S | ZN 40-5S | ZI 40-5S 40
16-B1 1“x 17,02mm ZN 50-5S | ZI 50-5S | ZK 50-5S8 | 50 RP 5 RU 5 85
20-B1 | 1“1/4x 3/4* VR 50-6S RO 50-6S 50
20-B1 | 1“1/4x 3/4* ZN 60-6S | ZI 60-6S | ZK60-6S| 60
24-B1 | 1“1/2x1“ VR 50-7S RO 50-7S 50
24-B1 | 1“1/2x 1" ZN 60-7S | ZI 60-7S | ZK60-7S| 60 RP 6 RU6 |130
05-B2 8mm VR 10-0D |OVR 10-0D|RO 10-0D 10
06-B2 3/8"x 7/32" VR 10-1D |OVR 10-1D|RO 10-1D 10
06-B2 3/8"x 7/32" ZN 20-1D | Z120-1D | ZK20-1D| 20
06-B2 3/8"x 7/32" ZN 30-1D | Z130-1D | ZK 30-1D| 30
08-B2 1/2"x 5/16* VR 20-2D |OVR 20-2D|RO 20-2D 20
08-B2 1/2"x 5/16* VR 30-2D |OVR 30-2D|RO 30-2D| ZN 30-2D | ZI 30-2D | ZK30-2D| 30 SPZ
10-B2 5/8"x 3/8" VR 30-3D |OVR 30-3D|RO 30-3D | ZN 30-3D | ZI 30-3D 30
10-B2 5/8"x 3/8" ZN 40-3D | ZI40-3D | ZK 40-3D| 40 SPA
12-B2 3/4"x 7/16“ VR 30-4D |OVR 30-4D|RO 30-4D 30
12-B2 3/4"x 7/16“ VR 40-4D |OVR 40-4D|RO 40-4D | ZN 40-4D | Z140-4D | ZK 40-4D| 40 SPB
12-B2 3/4"x 7/16“ ZN 50-4D | ZI 50-4D | ZK50-4D| 50
16-B2 1“x17,02mm| VR 40-5D RO 40-5D | ZN 40-5D | ZI 40-5D 40
16-B2 1“x17,02mm| VR 50-5D RO 50-5D | ZN 50-5D | ZI 50-5D | ZK 50-5D | 50
20-B2 | 1“1/4x 3/4* VR 50-6D RO 50-6D 50
20-B2 | 1“1/4x 3/4* ZN 60-6D | ZI 60-6D | ZK 60-6D | 60/70
24-B2 | 1“1/2x 1" VR 50-7D RO 50-7D 50
24-B2 | 1“1/2x1° ZN 60-7D | ZI 60-7D | ZK 60-7D | 60/70
06-B3 3/8"x 7/32" VR 20-1T RO 20-1T 20
06-B3 3/8"x 7/32" ZN 30-1T | ZI30-1T | ZK30-1T| 30 SPZ
08-B3 1/2"x 5/16* VR 30-2T RO 30-2T 30
08-B3 1/2"x 5/16* ZN 40-2T | ZI 40-2T | ZK 40-2T | 40 SPA
10-B3 5/8"x 3/8" VR 40-3T RO 40-3T | ZN 40-3T | ZI 40-3T | ZK 40-3T | 40
10-B3 5/8"x 3/8" ZN 50-3T | ZI 50-3T | ZK50-3T | 50
12-B3 3/4"x 7/16“ VR 40-4T RO 40-4T | ZN 40-4T | ZI 40-4T 40
12-B3 3/4"x 7/16“ ZN 50-4T | ZI 50-4T | ZK50-4T | 50 SPB
16-B3 1“x17,02mm| VR 40-5T RO 40-5T 40
16-B3 1“x17,02mm| VR 50-5T RO 50-5T | ZN 50-5T | ZI 50-5T 50
16-B3 1“x 17,02mm ZN 60-5T | ZI 60-5T | ZK60-5T | 60
20-B3 | 1“1/4x 3/4* VR 50-6T RO 50-6T 50
20-B3 | 1“1/4x 3/4* ZN 60-6T | ZI 60-6T | ZK 60-6T | 60/70
24-B3 | 1“1/2x1“ VR 50-7T RO 50-7T 50
24-B3 | 1“1/2x1“ ZN 60-7T | ZI 60-7T | ZK60-7T | 60/70
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Idler sprocket (with national bearing) — Type: ZN

Pignone tendicatena (con cuscinetto nazionale) — Tipo:ZN

Idler sprocket (with INA bearing) — Type: ZI
Pignone tendicatena (con cuscinetto INA) — Tipo:ZI

EE MATERIALI Crown, bearing, bolts and nuts are made of steel.
TREATMENTS Galvanization.

USE The pinion consists of a steel crown, installed on enlarged national
(ZN) or INA (ZI) bearings.

Operating speed < 60m/min.

Operating temperature < 100°C.

I | MATERIALI Corona, cuscinetto e vite in acciaio.
TRATTAMENTI Zincatura.

IMPIEGO |l pignone e costituito da una corona in acciaio, montata su
cuscinetti con base maggiorata nazionali (ZN) o INA (ZI).

Velocita di lavoro <60 m/min.

Temperatura di lavoro <100°C.

ZN: Sprocket wheelset ZI: Sprocket wheelset
(with national bearing) (with INA bearing) Size
ZN: Pignone tendicatena ZI: Pignone tendicatena Taglia
(con cuscinetto nazionale) con cuscinetto INA)
Weight
Type S D Chain | Type S D Peso
Tipo Cod.N° Cod.N° Catena | Tipo Cod.N° Cod.N° PEE W e 2w [ka]
S. | D.
ZN 20-1 | RE011470 | RE011507 05-B | ZI120-1 | RE011580 | RE011618 68,0 | 55| M16 | 63,90|21| 5,3 [0,29|0,41
ZN 30-1 | RE011471 | RE011508 06-B | ZI 30-1 | RE011581 | RE011619 30 68,0 | 55| M16 | 63,90 (21| 5,3 |0,29|0,42
ZN 30-2 | RE011474 | RE011511 08-B | ZI 30-2 | RE011584 | RE011622 30 77,8 | 55| M16 | 73114|18| 7,2 [{0,39|0,62
ZN 30-3 | RE011477 | RE011514 10-B | Z1 30-3 | RE011587 | RE011625 30 93,0 | 60| M16| 86,39|17| 9,1 |0,54|0,91
ZN 40-3 | RE011478 | RE011515 10-B | Z140-3 | RE011588 | RE011626 40 93,0 | 80|M16| 86,3917 | 9,1 |0,57 (0,94
ZN 40-4 | RE011481 | RE011518 12-B | Z140-4 | RE011591 | RE011629 40 99,8 | 80| M16| 91,63|15|11,1|0,69 1,18
ZN 50-4 | RE011482 | RE011519 12-B | Z1 50-4 | RE011592 | RE011630 50 99,8 | 80| M16| 91,63|15|11,1|0,70| 1,20
ZN 40-5 | RE011485 | RE011521 16-B | Z140-5 | RE011596 | RE011632 40 109,0 | 80| M20 | 98,14 (12| 16,2 |1,05|1,83
ZN 50-5 | RE011486 | RE011522 16-B | Z1 50-5 | RE011597 | RE011633 50 109,0 |[100| M20 | 98,14 (12| 16,2 |1,09|1,87
ZN 60-6 | RE011490 | RE011527 20-B | Z160-6 | RE011601 | RE011638 | 60/70 |147,8 |100| M20 | 132,65| 13| 18,5|2,19 | 4,11
ZN 60-7 | RE011494 | RE011531 24-B | Z1 60-7 | RE011605 | RE011677 | 60/70 |150,0 |140| M20 | 13521 | 11| 24,1 |2,37 | 4,31
The customer must widen the hole on the elastic element where necessary
Sara a cura del cliente allargare il foro sull’elemento elastico dove necessario
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