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Accessori per tendicatena tipo SPL / Accessories for chain tighteners type SPL 

 

 
 

Pignone in acciaio con cuscinetto a base maggiorata. 
9elocitj di lavoro 60 m/min. 
Temperatura di lavoro 100�&. 
 
Steel pinion with enlarged bearing. 
Operating speed 60 m/min. 
Operating temperature �00�&. 

AA

C
B

Semplice  S
Simplex  S

D

Doppio  D
Duplex  D

�P

Z

�E

M M

 
Peso 

Weight in kg Tipo 
Type 

cod. 
S 

cod. 
D A B C D �E M �P Z 

S D 
SPL1�2 3/�´ AS010690 AS010705 5.3 18.3 37.3 55.6 68.0 M16 63.90 21 0.2 0.35 
SPL1�2 1/2´ AS010691 AS010706 7.2 18.3 37.3 55.6 77.8 M16 73.14 18 0.3 0.55 
SPL3 5/�´ AS010694 AS010709 9.1 18.3 42.3 60.6 93.0 M16 86.39 17 0.45 0.8 
SPL3 3/4´ AS010695 / 11.1 18.3 42.3 / 99.8 M16 91.63 15 0.6 / 
 

Accessori per tendicatena tipo SCL / Accessories for chain tighteners type SCL 
 

 
 

Pignone in acciaio con cuscinetto unificato. 
Temperatura di lavoro 100�&. 
9elocitj di lavoro 60 m/min. 
 
Steel pinion with standard bearing.  
Operating temperature �00�&. 
Operating speed  60 m/min. 
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Peso 
Weight in kg Tipo 

Type 
cod. 

S 
cod. 

D A B C D �E M �P Z 
S D 

SCL1�2 3/�´ AS010720 AS010735 5.3 9 26 37 49.3 M10 45.81 15 0.10 0.22 
SCL1�2 1/2´ AS010721 AS010736 7.2 9 28 41 65.5 M10 61.09 15 0.19 0.36 
SCL3 5/�´ AS010724 AS010739 9.1 12 34.5 39.5 83.0 M12 76.36 15 0.35 0.58 
SCL3 3/4´ AS010725 / 11.1 12 34.5 / 99.8 M12 91.63 15 0.55 / 
 
 
 
 
 
 
 
 
 
 


