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KIT FOR CHAINS

BLU

EE MATERIALS High molecular density polyethylene.

Polyethylene sliding block — Type: VF / Pattino in polietilene — Tipo: VF

USE Semicircular profile indicated for small distances or for

mountings near the pinion. Please specify the positioning (H or Y),

otherwise it will be supplied with H execution.
Operating speed < 20 m/min.
Operating temperature < 70°C.

Assembly solutions / Soluzioni di montaggio:

KIT Positioning / Orientamento KIT

I I MATERIALI Polietilene ad alta densita molecolare.
IMPIEGO Profilo semicircolare indicato per piccoli interassi o per
montaggi vicino al pignone. Specificare I'orientamento (H oY),

in mancanza sara fornito con esecuzione H.

Velocita di lavoro <20 m/min.

Temperatura di lavoro <70°C.
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U Profile for chains with max width 15 mm / Profilo U per catene con larghezze fino a 15 mm
Weight
Type S D T u Chain Size Peso
Tipo Cod. N° Cod. N° Cod. N° Cod. N° Catena | Taglia R B e in [kg]
S. D. T. u.
VF 10-0 | BLO10174 BL010190 BL010170 05-B1 10 375 |20 | 20 2,5] 0,03 | 0,03 0,03
VF 10-1 | BL0O10176 BL010192 BL010170 06-B1 10 375 |20 | 20 5,0| 0,03 | 0,03 0,03
VF 20-1 | BLO10176 BL010192 BL010212 BL010170 06-B1 20 375|120 | 20| 25| 500,03 0,03 |0,04|0,03
VF 30-1 BL010212 06-B1 30 37,5 25| 5,0 0,04
VF 20-2 | BL010178 BL010194 08-B1 20 37,5 |20 | 20 7,01 0,03 | 0,04
VF 30-2 | BL010178 BL010194 08-B1 30 37,5 |20 | 20 7,01 0,03 | 0,04
VF 20-3 | BL010180 10-B1 20 40,0 | 20 9,0 | 0,04
VF 30-3 | BL010180 BL010196 10-B1 30 40,0 | 20 | 25 9,0 0,04 | 0,08
VF 40-3 BL010196 10-B1 40 40,0 25 9,0 0,08
VF 30-4 | BL010182 12-B1 30 40,0 | 20 11,0 | 0,05
VF 40-4 | BL010182 12-B1 40 40,0 | 20 11,0 | 0,05
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