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CHAIN – CATENA    DIN 8187 BELT - CINGHIA 

Type – Tipo Type - Tipo 
Type 
Tipo 
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05-B1 8 mm VR 10-0S OVR 10-0S RO 10-0S    10 RP 1 RU 1 30  

06-B1 3/8“x 7/32“ VR 10-1S OVR 10-1S RO 10-1S    10     

06-B1 3/8“x 7/32“    ZN 20-1S ZI 20-1S ZK 20-1S 20     

06-B1 3/8“x 7/32“    ZN 30-1S ZI 30-1S ZK 30-1S 30     

08-B1 1/2"x 5/16“ VR 20-2S OVR 20-2S RO 20-2S    20 RP 2/3 RU 2/3 40  

08-B1 1/2"x 5/16“ VR 30-2S OVR 30-2S RO 30-2S ZN 30-2S ZI 30-2S ZK 30-2S 30 RP 2/3 RU 2/3 40 SPZ 

10-B1 5/8“x 3/8“ VR 30-3S OVR 30-3S RO 30-3S ZN 30-3S ZI 30-3S  30     

10-B1 5/8“x 3/8“    ZN 40-3S ZI 40-3S ZK 40-3S 40    SPA 

12-B1 3/4"x 7/16“ VR 30-4S OVR 30-4S RO 30-4S ZN 30-4S ZI 30-4S  30     

12-B1 3/4"x 7/16“ VR 40-4S OVR 40-4S RO 40-4S ZN 40-4S ZI 40-4S ZK 40-4S 40 RP 4 RU 4 55 SPB 

12-B1 3/4"x 7/16“    ZN 50-4S ZI 50-4S ZK 50-4S 50     

16-B1       1“ x 17,02mm VR 40-5S  RO 40-5S ZN 40-5S ZI 40-5S  40     

16-B1       1“ x 17,02mm    ZN 50-5S ZI 50-5S ZK 50-5S 50 RP 5 RU 5 85  

20-B1 1“1/4x 3/4“ VR 50-6S  RO 50-6S    50     

20-B1 1“1/4x 3/4“    ZN 60-6S ZI 60-6S ZK 60-6S 60     

24-B1 1“1/2x 1“ VR 50-7S  RO 50-7S    50     

24-B1 1“1/2x 1“    ZN 60-7S ZI 60-7S ZK 60-7S 60 RP 6 RU 6 130  

05-B2 8 mm VR 10-0D OVR 10-0D RO 10-0D    10     

06-B2 3/8“x 7/32“ VR 10-1D OVR 10-1D RO 10-1D    10     

06-B2 3/8“x 7/32“    ZN 20-1D ZI 20-1D ZK 20-1D 20     

06-B2 3/8“x 7/32“    ZN 30-1D ZI 30-1D ZK 30-1D 30     

08-B2 1/2"x 5/16“ VR 20-2D OVR 20-2D RO 20-2D    20     

08-B2 1/2"x 5/16“ VR 30-2D OVR 30-2D RO 30-2D ZN 30-2D ZI 30-2D ZK 30-2D 30    SPZ 

10-B2 5/8“x 3/8“ VR 30-3D OVR 30-3D RO 30-3D ZN 30-3D ZI 30-3D  30     

10-B2 5/8“x 3/8“    ZN 40-3D ZI 40-3D ZK 40-3D 40    SPA 

12-B2 3/4"x 7/16“ VR 30-4D OVR 30-4D RO 30-4D    30     

12-B2 3/4"x 7/16“ VR 40-4D OVR 40-4D RO 40-4D ZN 40-4D ZI 40-4D ZK 40-4D 40    SPB 

12-B2 3/4"x 7/16“    ZN 50-4D ZI 50-4D ZK 50-4D 50     

16-B2       1“ x 17,02mm VR 40-5D  RO 40-5D ZN 40-5D ZI 40-5D  40     

16-B2       1“ x 17,02mm VR 50-5D  RO 50-5D ZN 50-5D ZI 50-5D ZK 50-5D 50     

20-B2 1“1/4x 3/4“ VR 50-6D  RO 50-6D    50     

20-B2 1“1/4x 3/4“    ZN 60-6D ZI 60-6D ZK 60-6D 60/70     

24-B2 1“1/2x 1“ VR 50-7D  RO 50-7D    50     

24-B2 1“1/2x 1“    ZN 60-7D ZI 60-7D ZK 60-7D 60/70     

06-B3 3/8“x 7/32“ VR 20-1T  RO 20-1T    20     

06-B3 3/8“x 7/32“    ZN 30-1T ZI 30-1T ZK 30-1T 30    SPZ 

08-B3 1/2"x 5/16“ VR 30-2T  RO 30-2T    30     

08-B3 1/2"x 5/16“    ZN 40-2T ZI 40-2T ZK 40-2T 40    SPA 

10-B3 5/8“x 3/8“ VR 40-3T  RO 40-3T ZN 40-3T ZI 40-3T ZK 40-3T 40     

10-B3 5/8“x 3/8“    ZN 50-3T ZI 50-3T ZK 50-3T 50     

12-B3 3/4"x 7/16“ VR 40-4T  RO 40-4T ZN 40-4T ZI 40-4T  40     

12-B3 3/4"x 7/16“    ZN 50-4T ZI 50-4T ZK 50-4T 50    SPB 

16-B3       1“ x 17,02mm VR 40-5T  RO 40-5T    40     

16-B3       1“ x 17,02mm VR 50-5T  RO 50-5T ZN 50-5T ZI 50-5T  50     

16-B3       1“ x 17,02mm    ZN 60-5T ZI 60-5T ZK 60-5T 60     

20-B3 1“1/4x 3/4“ VR 50-6T  RO 50-6T    50     

20-B3 1“1/4x 3/4“    ZN 60-6T ZI 60-6T ZK 60-6T 60/70     

24-B3 1“1/2x 1“ VR 50-7T  RO 50-7T    50     

24-B3 1“1/2x 1“    ZN 60-7T ZI 60-7T ZK 60-7T 60/70     

CHOOSE TABLE 

Blue codes on request / Codici in blu a richiesta 
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Pulley – Type: SP (Z-A-B) / Puleggia – Tipo: SP (Z-A-B) 

 

 
 MATERIALS Cast iron pulley. Spacers, bearings, 

bolts and nuts are made of steel. 
TREATMENTS Galvanization on steel parts. 
Burnished or painted pulley. Greased bearings. 
USE Pulley for V-belts tensioning.  
Roller operating temperature ≤ 100°C. 
 

 MATERIALI Puleggia in ghisa. Distanziali 
cuscinetti e bulloneria in acciaio. 
TRATTAMENTI Zincatura su particolari in metallo. 
Puleggia brunita o verniciata. Cuscinetti lubrificati. 
IMPIEGO  Puleggia per il tensionamento di cinghie 
trapezoiadali. 
Temperatura di lavoro dei rulli ≤100°C. 
 

 

 
Size 

Taglia  

Weight  
Peso  
 [kg] 

Type 
Tipo 

S 
Cod. N° 

D 
Cod. N° 

T 
Cod. N° 

Belt 
Cinghia 

 

A B C ØE H I L M ØP W 

S. D. T. 

SP 30-Z RE011800 RE011802 RE011804 SPZ 30 24 35 40 67,0 55 60 70 M10   63 12 0,40 0,70 1,10 

SP 40-A RE011806 RE011808 RE011810 SPA 40 34 49 50 95,6 80 80 80 M12   90 15 1,00 1,70 1,80 

SP 40-B RE011812 RE011814  SPB 40 41 60  132,0 80 90  M12 125 19 1,90 2,80  

SP 50-B   RE011816 SPB 50   63 132,0   120 M20 125 19   3,50 
 

On request we can supply the pulley with the pin welded on the lever / A richiesta possiamo fornire la puleggia con il perno saldato alla leva 
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ASSEMBLY INSTRUCTIONS / ISTRUZIONI DI MONTAGGIO 
Tensioning elements with preloading screw – Elementi tenditori con vite di precarica        

                          

R

 
Fig.1 

P

R

 
Fig.2 
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Fig.3 

 

 Tensioner is supplied as shown in figure 1; with P screw and R nut loosened, preload the tensioner on work table and tight P screw  with a wrench 
until it stops, then  fix also R nut (figure 2). The tensioner will remain in the position. Mount the tensioner on the machine and after fixing it with M screw, 
loosen R nut and P screw (figure 3). 
 

 Il tenditore viene fornito come in figura 1;  con la vite P e il dado R allentanti, precaricare a banco il tenditore ed avvitare con una chiave la vite P  
fino al riscontro, poi fissare il dado R (figura 2). Il tenditore rimarrà bloccato nella posizione. Montare il tenditore sulla macchina e dopo averlo fissato 
con la vite M, allentare il dado R e la vite P (figura 3). 

KIT FOR BELT  


