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Accessori per tendicatena tipo TH / Accessories for chain tighteners type TH 
 

 
 

Pattino  a profilo semicircolare , adatto per piccoli interassi e per 
montaggi vicini a pignone. 
Materiale� Polietilene ad alta densitj molecolare. 
9elocitj di lavoro 20 m/min. 
Temperatura di lavoro 70�&. 
 
Semi-circular sliding block  suitable for reduced interaxis or for installation 
closed to the pinion. 
Material: Polyethylene with high molecular density. 
Operating speed  20 m/min. 
Operating temperature �0�&. 

R

D
E

Semplice  S
Symplex  S Duplex  D

Doppio  D

A

C
B

G

 
 

Peso Weight  in kg
Tipo 
Type 

cod. 
S 

cod. 
D A B C D E G R 

Elem.di 
tensione 
Tension 

Elements 
S D 

TH1-3/8´ AS010770 AS010780 5 10 19 18 27 10 35 1-10 0.07 0.08 
TH1-1/2´ AS010771 AS010781 7 14 23 20.5 29.5 10 35 1-10 0.08 0.09 
TH2-5/8´ AS010772 AS010782 9 16.5 25.5 25 34 12 45 2-10 0.10 0.11 
TH2-3/4´ AS010773 AS010783 11 17.5 26.5 30 39 12 45 2-10 0.11 0.12 
TH2-1´ AS010774 AS010784 16 18 28.5 47 57.5 20 55 2-12 0.18 0.26 
TH2-1´ 1/4 AS010775 AS010785 18 20 30.5 54 64.5 20 55 2-12 0.32 0.50 
TH2-1´ 1/2 AS010776 AS010786 24 24 34.5 72 82.5 20 55 2-12 0.33 0.54 

 
Accessori per tendicinghia / Accessories for belt-tighteners 

 
Rullo in poliammide  DPH 
Rollerset of polyamid  DPH 
 
* con vite M / With M screw  

  

Rullo in acciaio zincato DAH
Rollerset of galvanized steel DAH

# con vite P / With P screw 

 
 
 
 
 
 
 
 

Rullo DPH in materiale plastico montato 
su cuscinetti lubrificati. 
Temperatura di lavoro 70�&. 
The DPH roller is in plastic material and it 
is installed on greased bearings. 
Operating temperature  �0�&. 
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Rullo DAH in acciaio zincato montato su 
cuscinetti lubrificati. 
Temperatura di lavoro 100�&. 
The DAH roller is in galvanized steel and 
it is installed on greased bearings.  
Operating temperature  �00�&. 

 
Tipo 
Type cod. 

Peso 
Weight  
in kg 

A B C D M P Elem. di tensione 
Tension Elements 

Tipo 
Type cod. 

Peso 
Weight 
in kg 

DPH30 AS010795 0.06 3 35 38 30 M  8 M  8 1-8 DAH30 AS010800 0.14 
DPH40 AS010796 0.13 6 45 51 40 M10 M10 1-10 DAH40 AS010801 0.32 
DPH60 AS010797 0.33 8 60 68 60 M12 M16 2-12 / 2-16 DAH60 AS010802 0.80 

 


