
ARIA OLIO
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Elementi incomprimibili OLIO � Tipo: OS2 (semplice effetto in spinta) 
OLIO Incompressible Elements � Type: OS2 (simple action in thrust condition) 
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MATERIALI Corpo in alluminio, cilindro in alluminio, tappi in 
acciaio.
TRATTAMENTI Alluminio sabbiato, particolari metallici zincati. 
IMPIEGO Questo articolo sviluppa la forza assiale per mezzo 
dell�olio alimentato in pressione. Con le applicazioni 
oleodinamiche si ottengono gruppi incomprimibili che 
esprimono forze unidirezionali.  
Funzionamento: A SEMPLICE EFFETTO (IN SPINTA). 
PRESSIONE DI ESERCIZIO: max 40 BAR. 

MATERIALS Body and cylinder made of aluminium, stoppers made of steel.  
TREATMENTS Sandblasted aluminium, galvanized metallic components. 
USE This item develops its axial force by means of the pressured oil. 
Incompressible units with their unidirectional force can be obtained through 
oleodynamical applications.  
Functioning: SINGLE ACTION (IN DRAG CONDITIONS). 
OPERATING PRESSURE: max 40 BAR.

Newton  
(0·40 bar) Tipo

Type Cod. N° A B C Spinta
Push

Tiro
Pull

Peso Weight 
in kg 

Tipo
Type Cod. N° 

OS 2-10 OL020010 153 30 53 0÷800 0÷490 0.61 OD 2-10 OL020550 
OS 2-11 OL020011 168 45 68 0÷800 0÷490 0.77 OD 2-11 OL020551 
OS 2-12 OL020012 218 95 118 0÷800 0÷490 1.15 OD 2-12 OL020552 
OS 2-13 OL020013 268 145 168 0÷800 0÷490 1.60 OD 2-13 OL020553 
OS 2-14 OL020014 318 195 218 0÷800 0÷490 1.80 OD 2-14 OL020554 

Elementi incomprimibili OLIO � Tipo: OD2 (doppio effetto in spinta e in tiro) 
OLIO Incompressible Elements � Type: OD2 (double action in thrust and drag conditions)
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MATERIALI Corpo in alluminio, cilindro in alluminio, tappi in 
acciaio.
TRATTAMENTI Alluminio sabbiato, particolari metallici 
zincati.
IMPIEGO Questo articolo sviluppa la forza assiale per 
mezzo dell�olio alimentato in pressione. Con le applicazioni 
oleodinamiche si ottengono gruppi incomprimibili che 
esprimono forze unidirezionali.  
Funzionamento: A DOPPIO EFFETTO (IN SPINTA E IN TIRO). 
PRESSIONE DI ESERCIZIO: max 40 BAR. 

MATERIALS Body and cylinder made of aluminium, stoppers made of steel.  
TREATMENTS Sandblasted aluminium, galvanized metallic components. 
USE This item develops its axial force by means of the pressured oil. 
Incompressible units with their unidirectional force can be obtained through 
oleodynamical applications.  
Functioning: DOUBLE ACTION (IN THRUST AND DRAG CONDITIONS). 
OPERATING PRESSURE: max 40 BAR.


