BLU

KIT FOR CHAINS J[ff] TECNIDEA CIDUE

EE MATERIALS Fork is made of aluminium. Steel crown installed on

Idler sprocket wheelset with national bearing — Type: FN
Pignone tendicatena in acciaio zincato con cuscinetto nazionale — Tipo: FN

an enlarged bearings. Pin is made of steel.
TREATMENTS Fork made of sandblasted aluminium.
Crown and pin are made of galvanized steel.
USE Please specify the positioning (H or Y), otherwise it will be supplied
with H execution.
Operating speed < 60 m/min.

Operating temperature < 80°C.

Assembly solutions / Soluzioni di montaggio:

KIT Positioning / Orientamento KIT

I D MATERIALI Forcella in alluminio. Corona in acciaio montata sul
cuscinetto a base maggiorata in acciaio. Perno in acciaio.
TRATTAMENTI La forcella in alluminio é sabbiata.

La corona e il perno sono zincati.

IMPIEGO Specificare I'orientamento (H o Y), in mancanza sara fornito
con esecuzione H.

Velocita di lavoro < 60 m/min.

Temperatura di lavoro < 80°C.

Weight

Type s D Chain | Size Peso

Tipo Cod. N° Cod. N° Catena | Taglia Z(A|B C 2D E bi i L oP | W in [kg]

S D.
FN 20-1 | BLO10260 06-B1 20 | 2139 30 | 68,0 | 535 | 19 60 | 63,90 | 53 | 0,29
FN 30-1 | BL010260 | BL010266 | 06-B1 30 | 21|39 |60|30|680|535| 19 | 37 | 60 | 6390 | 53| 0,29 | 0,52
FN 30-2 | BL010262 08-B1 30 |18 39 30 | 77,8 | 535 | 19 60 | 73,14 | 72 | 0,36
FN 30-3 | BLO10264 10-B1 30 |17 | 44 30 | 93,0635 19 70 | 86,39 | 9,1 | 0,51
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