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$ BLU  KIT FORBELTS J[ff TECNIDEA CIDUE

Polyamide roller — Type: FP / Galvanized steel roller — Type FU
Rullo in poliammide — Tipo: FP / Rullo in acciaio zincato — Tipo: FU

Assembly solutions / Soluzioni di montaggio:

KIT Positioning / Orientamento KIT

EEX MATERIALS FP: Fork, bearing, pin and spacers are made of steel. Rollerset is made in black polyamide.
FU: Fork, rollerset, bearing, pin and spacer are made of steel.
TREATMENTS Fork is painted. Other steel parts are made of galvanized steel.
USE Roller is with lubricated ZZ bearings. Please specify the positioning (H or Y), otherwise it will be supplied with H execution.
Operating temperature < 80°C.

I I MATERIALI FP: Forcella, cuscinetti, perno e distanziali in acciaio. Rullo in poliammide nero.
FU: Forcella, rullo, cuscinetti, perno e distanziali in acciaio.
TRATTAMENTI La forcella e verniciata. Altri particolari metallici sono zincati.
IMPIEGO Rullo con cuscinetti ZZ lubrificati. Specificare I'orientamento (H o Y), in mancanza sara fornito con esecuzione H.
Temperatura di lavoro <80°C.
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Polyamide roller Galvanized steel roller
Rullo in poliammide Rullo in acciaio zincato
Weight . Weight
L Cod. N° Peso |A|B|c|op|L| S L Cod. N° Peso
Tipo od. in Kg 2 Taglia Tipo ’ in [kg]
FP 10-1 BL010284 0,18 60| 45|23 | 30 |35 10 FU 10-1 BL010286 0,26
FP 20-1 BL010284 0,18 60| 45|23 | 30 |35 20 FU 20-1 BL010286 0,26
FP 20-2/3 BL010294 0,38 66 | 52 | 28 | 40 | 45 20 FU 20-2/3 BL010296 0,56
FP 30-2/3 BL010294 0,38 66 | 52 | 28 | 40 | 45 30 FU 30-2/3 BL010296 0,56

1-24 gﬂ www.tecnideacidue.com



