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Albero - Tipo: AXPT / Shaft - Type: AXPT
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MATERIALI Perno, distanziali e dado autobloccante (A) in acciaio.
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TRATTAMENTI Zincatura.

MATERIALS Pin, spacers and self-locking nut (A) made of steel.

TREATMENTS Zinc plated.

Semplice - Simplex (S.):
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Ti Tipo Peso
T'p‘; Cod. N° A B c @D F G M Type | Weight
yp RE in kg

AXPTMO06 [PT010110] 10 15 28 6 4 6 M6 RE10 | 0.040
AXPTMO8 [PT010111] 11 16 30 8 4 8 M8 RE10 | 0.050
AXPTM10 [PT010112| 16.5 22.5 44 12 7 10 M10 RE20 | 0.060
AXPTM12 [PT010113| 20 27 53 17 9 12 M12 EE 28 0.100
AXPTM20 [PT010114] 31 29 66 20 17.8 17 M20 RE50 | 0.240
AXPTM24 [PT010115| 47.5 52 115 30 30.5 21 M24 RE60 | 0.300
AXPTM36 |PT010116| 59.5 76 155 40 385 29 mss | RESD | o0.500
Doppio - Duplex (D.):

Ti Tipo Peso

T;/';‘; Cod. N° A B c @D E F G M Type | Weight

RE inkg |

AXPT06B2|PT010117| 195 35 61.5 12 7 / 12 Mi2 | RE30 | 0.085
AXPT08B2|PT010118| 245 45 78.5 17 9 2 17 M18 | RE40 | 0.240
AXPT10B2|PT010119| 27 45 81 17 9 4.6 17 M20 | RE50 | 0.280
AXPT12B2|PT010120| 30 45 84 17 9 75 17 M20 | RE50 | 0.320
AXPT16B2|PT010121| 44 55 116 20 17 17.8 21 M24 | RE60 | 0.560
Triplo - Triplex (T.):

Ti Tipo Peso

T'p‘; Cod. N° A B c @D E F G M Type | Weight

P RE inkg |
AXPTO06B3 |PT010122| 295 35 715 12 7 / 12 M12 | RE30 | 0.100
AXPT08B3|PT010123| 385 45 92.5 17 9 2 17 M18 | RE40 | 0.260
AXPT10B3|PT010124| 44 45 98 17 9 4.6 17 M20 | RE50 | 0.370
AXPT12B3|PT010125| 50 45 104 17 9 75 17 M20 | RE50 | 0.430

Il cliente dovra allargare il foro sull’'elemento elastico tipo CRESA o ARCO dove necessario.
The client must widen the hole in the elastic element type CRESA o ARCO where necessary.
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