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KIT per tendicatena / KIT for chain tensioners
3ignone tendicatena �con cuscinetto� ± Tipo� KM / 6procket wheel set �with ballbearing� ± Type� KM

A

9

31

�p

G

M
10

M
10

17.5 F

B C

S.                                     D.  

MATERIALI Cuscinetto, corona, 
distanziale e bulloneria  in acciaio. 
TRATTAMENTI Corona e  
distanziale e bulloneria con 
trattamento di zincatura. 
IMPIEGO Il pignone q costituito da 
una corona in acciaio, montata su 
cuscinetti unificati.  
9elocitj di lavoro 60m/min.
Temperatura di lavoro 100�C.

MATERIALS Bearing, crown, spacer, bolts and nuts made of 
steel.
TREATMENTS Galvanized crown, spacer, bolts and nuts.
USE The sprocket is composed by a steel crown with 
standard bearings.  
Operating speed 60m/min.  
Operating temperature �00�&.

Peso Weight
in kgTipo
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KM 10-1 JE010540 JE010550 3/8´ [ 7/32´ 10 5.3 6 5 23 42 45.81 0.10 0.22 
KM 10-2 JE010541 JE010551 1/2³ [ 5/16³ 10 7.2 6 6 24 46 61.09 0.19 0.36 

KIT per tendicinghia / KIT for belt-tensioners
Rullo in poliammide ± Tipo� PM 
Rollerset of polyamide ± Type� PM 

Rullo in poliammide ± Tipo� UM 
Rollerset of polyamide ± Type� UM

MATERIALI Rullo in 
poliammide, cuscinetti 
distanziali e bulloneria in 
acciaio.
TRATTAMENTI I particolari 
metallici sono zincati. 
Cuscinetti lubrificati 
IMPIEGO Rullo per 
tendicinghia.
Temperatura di lavoro dei 
rulli 70�C.

MATERIALS Roller made of 
polyamide, bearings, 
spacers, bolts and nuts made 
of steel. TREATMENTS The 
metallic components are 
galvanized. Greased 
bearings.
USE Roller for belt-
tensioners.
Rollers operating 
temperature �0�&. 

M

E

�
'

C

A B

MATERIALI Rullo, cuscinetti e 
distanziali in acciaio 
TRATTAMENTI I particolari 
metallici sono zincati. 
Cuscinetti lubrificati 
IMPIEGO Rullo per 
tendicinghia.
Temperatura di lavoro dei rulli 

100�C.

MATERIALS Roller, bearings 
and spacers made of steel.
TREATMENTS The metallic 
components are galvanized.  
Greased bearings. 
USE Roller for belt-tensioners. 
Rollers operating  
temperature �00�&. 

Tipo
Type Cod. N�

Peso
Weight
in kg 

A B C D E M Taglia
Size 

Tipo
Type Cod. N� 

Peso
Weight
in kg 

PM 1 JE010295 0.08 3.5 35 38.5 30 5.5 M  8 8    UM 1 JE010305 0.16 
PM 2/3 JE010296 0.18 8 45 53.2 40 4 M10 10    UM 2/3 JE010306 0.37 


