CIAO

ACCESSORIES

SW TECNIDEA CIDUE
~ hdl Sl

Preloading — Type: XPR in stainless steel / Precarica — Tipo: XPR in acciaio inox

Sl MATERIALS Plates, bolts and nuts are made of
stainless steel.

USE It allows to preload easily the elastic element, to
predetermine the initial load and the work range. This
product is suitable for the realization of pressure sets,
calibrators and precision shock absorbers.

I I MATERIALI Piastrine e bulloneria in acciaio
inossidabile.

IMPIEGO Consente di precaricare facilmente l'elemento
elastico, predeterminare il carico iniziale ed il campo di
lavoro. Questo prodotto e ideale per la realizzazione di
gruppi di pressione, calibratori ed ammortizzatori di

precisione.
Tvoe Weight
T);po Cod.N° B A B c E M | M1 Peso
& in [kg]
XPR10 | RE012450 | 475° | 20 | 345| 40 | 125| 558 | M 6| M6 0,065
XPR20 | RE012452 | 50,0° | 20 | 440 45 | 125| 631 | M6 | M6 0,070
XPR30 | RE012454 | 450° | 25 542| 55 | 170 | 813 | M8 | M8 0,160
XPR40 | RE012456 | 445° | 30 757| 80 | 160 | 965 | M10 | M8 0,390

Elastic elements — Type:SN 5 (RE010880) / Elementi elastici — Tipo: SN § (RE010880)
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2 MATERIALS It is made of plastic material. Bolts
and nuts are made of steel.

TREATMENTS Bolts and nuts are made of galvanized
steel (on demand, it can be provided with stainless
steel bolts and screws).

USE Mini tensioners or small pressure units.

I | MATERIALI Realizzato in materiale plastico. Bulloneria
e riscontro in acciaio.

TRATTAMENTI Bulloneria e riscontro in acciaio zincato. (A
richiesta puo’ essere fornito con bulloneria in acciao inox).
IMPIEGO Piccoli tensionamenti o gruppi di pressione.
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