
A-12

SUPPORT BASE

 (tripod) - Part. D00 and DX00
 (a tre braccia) - Part. D00 e DX00
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Tube unthreading load

Type Code Type Code
(mm) ) (N) (N)

CP000001 CP000006 60,3 2”

9600 15800

CP000002 CP000007 50,8 -
CP000003 CP000008 48,3 1”1/2
CP000004 CP000009 42,4 1”1/4
CPA00004 CPA00009 40x40 square/quadro
CP000005 CP000010 45x45 square/quadro
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Tube unthread-
ing load

-

Type Code Type Code
(mm)

)
(mm)

)
(N) (N)

CP000011 CP000018 60,3 2” 48,3 1”1/2

9600 15800

CP000012 CP000019 60,3 2” 42,4 1”1/4
CP000013 CP000020 50,8 - 48,3 -
CP000014 CP000021 50,8 - 42,4 -
CP000015 CP000022 48,3 1”1/2 48,3 1”1/2
CP000016 CP000023 48,3 1”1/2 42,4 1”1/4
CP000017 CP000024 42,4 1”1/4 42,4 1”1/4

MAX protusion advised

MATERIALS: Base made of reinforced polyamide black colour; thread-

stainless steel AISI 304 or zinc plated steel.
FEATURES:

MAX protusion advised

 (bipod at 120°) - Part. D01 and DX01
D01 e DX01

-
ciaio zincato.

MATERIALS: Base made of reinforced polyamide black colour; thread-

stainless steel AISI 304 or zinc plated steel.
FEATURES:


