E] TECNIDEA CIDSE_J.? FIXED, ARTICULATED AND ADJUSTABLE FEET (@

Adjustable feet sanitizable (stainless steel base for important loads) @ 78 - Part. PO24
Piedi sanificabili orientabili (base in acciaio inox per grandi portate) @ 78 - Part. PO24
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Spindle measures in mm / Misure stelo in mm
Wrench Spindle and base in stainless steel AlSI 304 Max static load
od A H Chiave Stelo e base in acciaio inox AISI 304 Carico statico
TypelTipo Code/Codice (N)
99 58 13 PO24A CPA01186
M16x2 160 119 13 PO24B CPA01187
186 145 13 P0O24C CPA01188
242 201 13 P0O24D CPA01189
132 89 17 PO24E CPA01190
150 107 17 PO24F CPA01191
179 136 17 P0O24G CPA01192
M20x2,5 200 157 17 PO24H CPA01193 52000
233 190 17 PO24| CPA01194
281 238 17 PO24L CPA01195
136 90 19 PO24M CPA01196
M24x3 173 127 19 PO24N CPA01197
208 162 19 PO240 CPA01198
248 202 19 PO24P CPA01199
171 125 24 PO24Q CPA01200
M30x3,5 231 185 24 PO24R CPA01201
Washers/Rosette UNI 6592-69
3 oM M16 M20 M24 M30
0, ) 2 A mm 30 37 44 56
| s— 5
-1 Code/Codice IN | CP007291 | CP007292 | CP007294 | CP007296
Nuts/Dadi UNI 5588-65
T od M16 M20 M24 M30
O) E 5 S mm 13 16 19 24
Ch. mm 24 30 36 46
Code/Codice IN | CP007277 | CP007278 | CP007280 | CP007282
EJ2 BASE MATERIAL: Spindle and base in stainless steel AISI 304. [l ]l MATERIALE BASE: Base e stelo in acciaio inox AlSI 304.
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