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GEWINDEEINSATZ

Gewindeeinsatz (für Rechteckrohre) - Part. TP1
 (pour tubes rectangulaires) - Part. TP1

D

D2

D1

Rohrabmessungen/

Type Code

Max.
statische Last

(N)

Außen Stärke Innen Gewinde
D1 D2 H L

(mm) (mm) (mm) D (mm) (mm) (mm) (mm)
20x50 2 16x46 M8 20x50 16x46 5 38 TP1A CP001488 4500

30x60 2,5 25x55

M8 30x60 25x55 8 38 TP1B CP001489 4500
M10 30x60 25x55 8 38 TP1C CP001490 5000
M12 30x60 25x55 8 38 TP1D CP001491 5500
M14 30x60 25x55 8 38 TP1E CP001492 6000
M16 30x60 25x55 8 38 TP1F CP001493 6500

40x60 2 36x56
M14 40x60 36x56 10 45 TP1K CPA01488 8500
M16 40x60 36x56 10 45 TP1J CPA01489 9000
M20 40x60 36x56 10 45 TP1AA CPA01490 9500

40x80

1,5 37x77
M14 40x80 37x77 10 45 TP1AB CPA01491 8500
M16 40x80 37x77 10 45 TP1AC CPA01492 9000
M20 40x80 37x77 10 45 TP1AD CPA01493 9500

2 36x76
M14 40x80 36x76 10 45 TP1G CP001494 8500
M16 40x80 36x76 10 45 TP1H CP001495 9000
M20 40x80 36x76 10 45 TP1I CP001496 9500

3 34x74
M14 40x80 34x74 10 45 TP1L CP001497 8500
M16 40x80 34x74 10 45 TP1M CP001498 9000
M20 40x80 34x74 10 45 TP1N CP001499 9500

50x100

2 46x96
M14 50x100 46x96 10 45 TP1O CP001500 8500
M16 50x100 46x96 10 45 TP1P CP001501 9000
M20 50x100 46x96 10 45 TP1Q CP001502 9500

3 44x94
M14 50x100 44x94 10 45 TP1R CP001503 9000
M16 50x100 44x94 10 45 TP1S CP001504 9500
M20 50x100 44x94 10 45 TP1T CP001505 10000

50x150 3 44x144
M14 50x150 44x144 10 45 TP1U CP001506 9000
M16 50x150 44x144 10 45 TP1V CP001507 9500
M20 50x150 44x144 10 45 TP1Z CP001508 10000

60x120 3 54x114
M14 60x120 54x114 10 45 TP1W CP001509 9000
M16 60x120 54x114 10 45 TP1X CP001510 9500
M20 60x120 54x114 10 45 TP1Y CP001511 10000

Interferenzpassung
Accouplement à interférence

MATÉRIAUX:MATERIALIEN: Aus Polyamid, glasfaserverstärkt, schwarz; Gewindebuch-
se aus vernickeltem Messing.


