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 / Kit for return units 
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MATERIALS �Semi-circular sliding block� made of plastic material.  

        Nut made of zinc plated steel.  
USE Suitable to tension fixed return shafts. Operating temperature  70°C. 
 
 

 / Type  N° Da R1 R2 M A B C  Weight 
in Kg 

ML 20 M8 TB002200 20 10.5 30 M8 29 5 20 0.03 
ML 25 M8 TB002202 25 13 30 M8 29 5 20 0.03 
ML 20 M10 TB002204 20 10.5 30 M10 29 6 20 0.03 
ML 25 M10 TB002206 25 13 30 M10 29 6 20 0.03 
ML 20 M12 TB002208 20 10.5 30 M12 29 7 20 0.03 
ML 25 M12 TB002210 25 13 30 M12 29 7 20 0.03 
ML 30 M12 TB002212 30 16 30 M12 29 7 25 0.04 
ML 35 M12 TB002214 35 18.5 37.5 M12 36.5 7 25 0.04 
ML 30 M14 TB002216 30 16 37.5 M14 36.5 8 25 0.04 
ML 35 M14 TB002218 35 18.5 37.5 M14 36.5 8 25 0.04 
ML 30 M16 TB002220 30 16 37.5 M16 36.5 8 25 0.04 
ML 35 M16 TB002222 35 18.5 37.5 M16 36.5 8 25 0.04 
ML 40 M16 TB002224 40 21 37.5 M16 36.5 8 30 0.05 
ML 40 M18 TB002226 40 21 37.5 M18 36.5 9 30 0.05 
ML 40 M20 TB002228 40 21 37.5 M20 36.5 9 30 0.05 

 
 
 
 
 
 
 


