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Contrast ring — Type: SAR / KoHmpacmHoe kosbyo — Tun: SAR

B MATERIALS Steel.

TREATMENTS Zinc-plated.
1T USE The SAR anti-rotation accessory is used to
] prevent the rotation of the body when the rear fixing
screw of the tensioner does not guarantee the
pression for a stable anchorage.

- mm MATEPUAJIbI Cmarnb.
- OBPABOTKA OuuHKoeKa.
UCIMOJIb3OBAHUNE Akceccyap SAR,
npensimcmeyroujuli 8pauweHuto Kopryca,

| ucrionb3yemcsi, koe0a 3a0Hull KpernexHbili euHm
1 Hamspkumens He 2apaHmupyem rpuxum Ons
cmaburnbHoli ghukcayuu.

D S
Weight
%’f Cod.N° AlBlc|D|s|T Bec
[kal

SAR 30 RE012492 61 | 45 9 80 6 | 100 0,25
SAR 40 RE012493 82 | 60 | 13 | 104 8 | 130 0,35
SAR 50 RE012494 | 102 | 75 | 17 | 128 | 10 | 161 0,65
SAR 60 RE012495 | 122 | 90 | 21 | 150 | 12 | 192 1,60

2k The C-RESA SAR anti-rotation systems allow a
positioning in 4 different configurations:

mm  Cucmembl npedomspawjeHusi spawjeHus C-RESA
SAR MOXHO ycmaHasnueamb 8 4 pasfudHbIX
MOTOXKEHUSIX .
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ASSEMBLY INSTRUCTIONS / UHCTPYKLINU 11O MOHTAXY

S Fit the tensioner inside the SAR bracket in one of the 4 positions. Preload the tensioner keeping the V screw loose. Once You reach the wanted
preloading angle, tighten the V screw with tightening torque shown in the table at page C-29. Fix with P screw.

W YcmaHosume HamsiKumerib 8Hympu KpoHwmeliHa SAR 8 00HOM u3 4 nonoxeHul. [pedsapumernibHO Hagpy3ume Hamsixumerb, yoepxusasi

suHm V ocnabneHHbiM. [pu docmuxxeHUU HyXHo20 yena npedsapumeribHoll Hagpy3ku, 3amsiHume V-06pa3Hbili 8UHM C MOMEHMOM 3aMSiXKKU,
yKasaHHbIM 8 mabnuye Ha cmp. C-29. 3akpenume suHmom P.
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