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KRAFTÜBERTRAGUNG Typ A: 
 

 
 

Code n° Typ 
Type 

Teilung
Pitch 

Teilung 
Pitch 
[mm] 

P/2 
[mm] A B C D E R 

Bruchlast 
Ultimate tensile stress 

[N] 
KD010110 3KD-A1 3/8� 9.525 4.7625 6.6 11.0 22.6 27.5 2.31 6.35 5560 
KD010120 3KD-A2 1/2" 12.700 6.3500 10.0 15.0 30.5 37.0 3.28 8.51 11000 
KD010130 3KD-A3 5/8� 15.875 7.9375 12.5 18.0 37.0 44.0 3.66 10.16 9915 
KD010140 3KD-A4 3/4" 19.050 9.5250 14.0 20.0 42.6 50.5 4.45 12.07 22000 
KD010150 3KD-A5 1� 25.400 12.700 16.0 23.0 57.4 69.0 5.72 15.88 35660 
 
 
KRAFRÜBERTRAGUNG Typ B: 
 
 
 

 
 

Code n° Typ 
Type 

Teilung
Pitch 

Teilung 
Pitch 
[mm] 

P/2 
[mm] A B C D E R 

Bruchlast 
Ultimate tensile stress 

[N] 
KD011110 3KD-B1 3/4" 19.05 9.525 9.0 14.5 26.3 31.4 3.28 6.35 11000 
KD011120 3KD-B2 1� 25.40 12.700 14.0 20.0 35.5 43.0 4.45 8.51 22000 
KD011130 3KD-B3 1� 1/4 31.75 15.875 16.0 23.0 42.0 51.0 5.08 10.16 27440 
KD011140 3KD-B4 1� 1/2 38.10 19.050 18.5 26.5 49.1 59.0 5.72 12.07 35660 
KD011150 3KD-B5 2� 50.80 25.400 31.0 46.0 80.4 95.0 8.28 15.88 43960 
 

 


