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Zubehor fiir Kettenspanner Typ TH / Accessories for chain tighteners type TH

Gleitsegment von halbrundem Profil, ideal fiir geringe
Achsabstande und eine Montage nah am Treibrad.
Material: Polyethylen mit hoher Molekulardichte
Betriebsgeschwindigkeit < 20 m/min.
Betriebstemperatur < 70°C.

AXIALE SPANNELEMENTE
AXIAL TENSIONERS

Semi-circular sliding block suitable for reduced interaxis or for installation

closed to the pinion.

Material: Polyethylene with high molecular density.
Operating speed <20 m/min.
Operating temperature <70°C.
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Elements S D
TH1-3/8” AS01077 AS01078| 5 10 19 18 27 10 35 110 0.07 0.08
TH1-1/2” AS01077 AS01078| 7 14 23 205 295 10 35 110 0.08 0.09
TH2-5/8” AS01077 AS01078| 9 16.5 255 25 34 12 45 2-10 0.10 0.11
TH2-3/4” AS01077 AS01078( 11 17.5 26.5 30 39 12 45 2-10 0.11 0.12
TH2-1” AS01077 AS01078| 16 18 28.5 47 57.5 20 55 2-12 0.18 0.26
TH2-1” 1/4 AS01077 AS01078| 18 20 30.5 54 64.5 20 55 212 0.32 0.50
TH2-1” 1/2 AS01077 AS01078| 24 24 34.5 72 82.5 20 55 2-12 0.33 0.54

Zubehor fiir Riemenspanner / Accessories for belt-tighteners

Rolle aus Polyamid Typ DPH
Rollerset of polyamid DPH

Rolle aus verzinktem Stahl Typ DAH
Rollerset of galvanized steel DAH

* mit Schraube M / with M # mit Schraube P / with P screw
screw
V)
Rolle DPH aus Plastikmaterial, installiert : = |- Rolle DAH aus verzinktem Stahl,
auf geschmierten Lagern. *| 3 installiert auf geschmierten Lagern.
Betriebstemperatur < 70°C. ‘ Betriebstemperatur < +""°C.
The DPH roller is in plastic material and it | The DAH roller is in galvanized steel and
is installed on greased bearings. \b N it is installed on greased bearings.
Operating temperature <70°C. /‘\ - Operating temperature <100°C.
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T Gewicht Spann-elemente | T Gewicht
YP Code |Weight| A B ¢Cc D M p |>P YP | Code | Weight
Type . Tension Elements| Type .
in kg in kg
DPH30 AS010795 0.06 3 35 38 30 M8 M8 1-8 DAH30 | AS010800 0.14
DPH40 AS010796 0.13 6 45 51 40 M10 M10 1-10 DAH40 | AS010801 0.32
DPH60 AS010797 0.33 8 60 68 60 M12 MI16 212/ 2-16 DAH60 | AS010802 0.80
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