AXIALE SPANNELEMENTE TECNIDEA CIDUE

AXIAL TENSIONERS s.r.l.

Zubehor fiir Kettenspanner Typ PH / Accessories for chain tighteners type PH

Einfach S Doppelt D
Symplex S Duplex D
C
B
Tl

Treibrad aus Stahl mit erhéhtem Lager.
Betriebsgeschwindigkeit <60 m/min.
Betriebstemperatur < +""°C.

The pinion is made of steel with enlarged bearing.
Operating speed <60 m/min.
Operating temperature <100°C.

Spann-elemente Gewicht Weight

TTJ:e C%de C‘I’)de A B C D @ M @P 2z Tension inkg
Elements S D
PH1-3/8” AS010815 AS010825 53 183 353 536 68.0 M10 6390 21 1410 025 040
PH1-1/2” AS010816 ASO10826| 72 183 353 536 77.8 M10 73.14 18| 1-10 | 0.35 0.60
PH2-5/8” AS010817 AS010827 91 183 38.8 571 93.0 M12 86.39 17 212 050 088
PH2-3/4” AS010818 AS010828|11.1 183 388 57.1 99.8 M12 9163 15 | 212 | 065 115
PH2-1” AS010819 AS010829 16.2 17.7 437 754 109.0 M16 98.14 12 2-16 0.80 1.50

Zubehor fiir Kettenspanner Typ CH / Accessories for chain tighteners type CH

Einfach S Doppelt D
Symplex S Duplex D
C
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Treibrad aus Stahl mit vereinheitlichtem Lager. ,/ \ - ‘ - ‘ ‘
Betriebstemperatur < +""°C. B N/ = I’ = |
Betriebsgeschwindigkeit <60 m/min. \ / B ! ) ‘ ‘
D 4
The pinion is made of steel with standard bearing.
Operating temperature <100°C.
Operating speed <60 m/min. L] _
Gewicht Weight
Typ Code Code A B c D GE M oP  z Spar_m-elemente in kg
Type S D Tension Elements s D
CH1-3/8” AS010835 AS010845| 5.3 9 28 39 493 M10 4581 15 110 0.10 0.22
CH1-1/2”  AS010836 AS010846| 7.2 9 28 41 655 M10 61.09 15 1-10 0.19 0.36
CH2-5/8” AS010837 AS010847| 9.1 12 345 515 83.0 M12 76.36 15 212 0.35 0.58
CH2-3/4” AS010838 AS010848| 11. 12 345 54 998 M12 9163 15 212 0.55 0.98
CH2-1” AS010839 AS010849| 16. 15 38 70 117.0 M16 106.12 13 216 1.00 1.58

166



