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TENSIONER UNITS

BLU

Elastic elements - Type BL-Z: with galvanized steel spring — Type BL-X: with stainless steel spring
Elementi elastici - Tipo BL-Z: con molla in acciaio zincato — Tipo BL-X: con molla in acciaio inox
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= Preloading hole / Foro precarica

®= Preloading pin / Piolo per precarica

£ MATERIALS The body and the column are made of plastic. Stainless
steel screws.

TREATMENTS Spring inside can be in galvanized or stainless steel.
USE Maximum operating temperature are +80°C. The travel is 40 mm.

I I MATERIALI Corpo e colonna in plastica. Bulloneria in acciaio inox.

TRATTAMENTI La molla all'interno pud essere in acciaio zincato oppure
in acciaio inox.
IMPIEGO Temperatura massima di lavoro da +80°C. La corsa é di 40 mm.

Load diagram / Diagramma di carico
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Travel - Corsa
b Galvanized steel spring | Weight: 0,1 [kg] X Stainless steel spring Weight: 0,1 [kg]
Molla in acciaio zincato Peso: 0,1 [kg] Molla in acciaio inox Peso: 0,1 [kg]
e Cod. N° B Newton 17 Cod. N° Newton
Tipo : Tipo ’
BL 10-6 Z BL010010 6,5 36 - 79 BL 10-6 X BL010110 35 - 77
BL10-8 Z BL010013 8,5 36 - 79 BL 10-8 X BL010113 35 - 77
BL 20-6 Z BL010020 6,5 64 -142 BL 20-6 X BL010120 63 -139
BL 20-8 Z BL010023 8,5 64 -142 BL 20-8 X BL010123 63 -139
BL 30-6 Z BL010030 6,5 108 -239 BL 30-6 X BL010130 105 -233
BL 30-8 Z BL010033 8,5 108 -239 BL 30-8 X BL010133 105 -233
BL 40-6 Z BL010040 6,5 194 -430 BL 40-6 X BL010140 171 -380
BL 40-8 Z BL010043 8,5 194 -430 BL 40-8 X BL010143 171 -380
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