
B-177

FIXED, ARTICULATED AND ADJUSTABLE FEET

Articulated feet (base in reinforced polyamide) ø 124 - Part. PS11 and PSX11
Piedi snodati (base in poliammide rinforzata) ø 124 - Part. PS11 e PSX11
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Spindle measures in mm / Misure stelo in mm Spindle material / Materiale stelo

ød A H Wrench
Chiave

Zinc plated steel
Acciaio zincato

Stainless steel AISI 304
Acciaio inox AISI 304

Stainless steel AISI 316
Acciaio inox AISI 316

Max static load
Carico statico

Type
Tipo

Code
Codice

Type
Tipo

Code
Codice

Type
Tipo

Code
Codice (N)

M14x2

103 61 12 PS11A CP001030 PSX11A CP001051 - -

18000133 91 12 PS11B CP001031 PSX11B CP001052 - -
158 116 12 PS11C CP001032 PSX11C CP001053 - -
207 165 12 PS11W CPA01030 PSX11W CPA01031 - -

M16x2

104 60 13 PS11D CP001033 PSX11D CP001054 PSX11X CPA01032

25000

134 90 13 PS11E CP001034 PSX11E CP001055 - -
149 105 13 PS11F CP001035 PSX11F CP001056 - -
169 125 13 PS11G CP001036 PSX11G CP001057 PSX11Y CPA01033
199 155 13 PS11H CP001037 PSX11H CP001058 - -
209 165 13 PS11I CP001038 PSX11I CP001059 - -
249 205 13 PS11L CP001039 PSX11L CP001060 - -

M20x2,5

134 86 17 PS11M CP001040 PSX11M CP001061 - -

27000
164 116 17 PS11N CP001041 PSX11N CP001062 - -
189 141 17 PS11O CP001042 PSX11O CP001063 PSX11J CPA01034
209 161 17 PS11AD CPA00920 PSX11AD CPA00921 - -
246 198 17 PS11P CP001043 PSX11P CP001064 - -

M24x3

144 96 19 PS11Q CP001044 PSX11Q CP001065 - -

29000
170 122 19 PS11R CP001045 PSX11R CP001066 - -
200 152 19 PS11S CP001046 PSX11S CP001067 - -
230 182 19 PS11T CP001047 PSX11T CP001068 - -
348 300 19 PS11U CP001048 PSX11U CP001069 - -

Spindle measures in inches / Misure stelo in pollici Spindle material / Materiale stelo

ød A H Wrench
Chiave

Zinc plated steel
Acciaio zincato

Stainless steel AISI 304
Acciaio inox AISI 304

Max static load
Carico statico

Type/Tipo Code/Codice Type/Tipo Code/Codice (N)
5/8”-11 UNC 8,75" 7" 1/2” PS11V CP001049 PSX11V CP001070 25000
3/4”-10 UNC 8,82" 7" 5/8” PS11Z CP001050 PSX11Z CP001071 27000

Spindle measures in mm / Misure stelo in mm Spindle material / Materiale stelo Max static load
Carico staticoød A H Wrench

Chiave
Stainless steel AISI 304 / Acciaio inox AISI 304

Type/Tipo Code/Codice (N)

M24x2

186 138 19 PSX11K CPA01035

29000201 153 19 PSX11AA CPA01036
259 211 19 PSX11AB CPA01037
304 256 19 PSX11AC CPA01038

MATERIALE BASE:  Poliammide rinforzata colore nero.
ACCESSORI: Antivibranti - Codice: CP007268; materiale: gomma termo-
plastica 68 shore colore nero.

BASE MATERIAL:  Reinforced polyamide black colour.
ACCESSORIES: Anti-slip pads - code:  CP007268; material:  thermoplas-
tic rubber 68 Shore black colour.

ø M M14 M16 M20 M24

S mm 2,5 3 3 4

ø A mm 28 30 37 44

Code/Codice ZI CP007285 CP007289 CP007290 CP007293

Code/Codice IN CP007288 CP007291 CP007292 CP007294

Washers/Rosette UNI 6592-69

ø d M14 M16 M20 M24

S mm 11 13 16 19

Ch. mm 22 24 30 36

Code/Codice ZI CP007271 CP007275 CP007276 CP007279

Code/Codice IN CP007274 CP007277 CP007278 CP007280

Nuts/Dadi UNI 5588-65


